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RNAV-STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
U.S. Department of Transportation

INSTRUMENT APPROACH PROCEDURE
HAT,HM, TCH,andRA. Altitudesareminimumaltitudesunlessotherwiseindicated.Ceilingsareinfeet

Federal Aviation Administration above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
FAR PART 97.33 are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE MAP: DA

JADOP (IAF)(40E)(43A) SEMSE (TF)(FB)(RNP 1.00) 094.00/3.14 0
4000(40E)(41E)

KAVME (TF)(FB)(RNP 0.50) 094.04/5.02 2400SEMSE (IF)(40E)(431) (40E)(43F) CLIMB TO 3000 VIA 094.16 TRACK TO BLOCK AND 133.93

KAVME (FAF)(40E)(43F) RW09 (TF)(FO)(40G)(41Y)(43M) 094.11/4.54 TRACK TO CALIF AND HOLD.

RW09 (MAP)(40G)(41Y)(43M) BLOCK (TF)(FB)(RNP 1.00) 094.16/9.99
(40E)

BLOCK (40E) CALIF (TF)(FO)(RNP 1.00) 133.93/10.43 3000(40E)(41E)(43H)
ADDITIONAL FLIGHT DATA:

HOLD E, RT, 288.87 INBOUND.
CHART FAS OBST: 876 BLDG 390322N/0844235W
CHART FAS OBST: 952 TREE 390248N/0844222W
DISTANCE TO THLD FROM 316 HAT: 0.83 NM
ROUTE TYPE: A, R1. PT NA SIDE OF COURSE OUTBOUND FTWITHIN MILES OF

(lAF) ROUTE TYPE QUALIFIER 1: P-
2. PROFILE STARTS AT JADOP

ROUTE TYPE QUALIFIER 2: S
3. FAC: 094.17 FAF: DIST FAF TO MAP: THLD: #TCH 935.3 (DO NOT CHART)
4. MIN. ALT: JADOP 5000; SEMSE 4000
5. DIST TO THLD FROM OM: 4.54 MM: 1M: 150 HAT: 100 HAT: GS ANT:- -
6. MIN GS INCPT: 2400 GS ALT AT: KAVME 2400 OM: MM: 1M:
7. GS ANGLE: 3.00 TCH: 52.0# 34:1 IS CLEAR
8. MSA FROM: RW09 3000 MAG VAR: 4W EPOCH YEAR: 95

MINIMUMS
TAKEOFF: I ISTANDARD I X SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A xl
CATEGORY =====> A B C D E

DHI MDA VIS HAT/HAA DHI MDA VIS HAT/HAA DHI MDA VIS HAT/HAA DHI MDA VIS HAT/HAA DH/ MDA VIS HAT/HAA

SPECIAL AIRCRAFT AND AIRCREW AUTHORIZA TION REQUIRED
RNP 0.18 DA 1199 2400 316 1199 2400 316 1199 2400 316 1199 2400 316
RNP 0.30 DA 1233 4000 350 1233 4000 350 1233 4000 350 1233 4000 350

NOTES: CHART NOTES: GPS REQUIRED. FOR UNCOMPENSATED BARO-VNAVSYSTEMS, PROCEDURE NA BELOW -16C (4F) OR
ABOVE 47C (116F). FOR INOPERATIVE MALSR, INCREASE RNP 0.18 VISIBILITY TO RVR 5000, RNP 0.30 VISIBILITY TO-RVR 6000.
CHART PLANVIEW NOTE: RADAR REQUIRED.
CHART PROFILE NOTE: VGSI AND RNAV GLiDEPA TH NOT COINCIDENT.

CITY AND STATE ELEVATION: 896 TDZE: 883 FACILITY PROCEDURE NO.1 AMDT NO.1 EFFECTIVE DATE: SUP:
AIRPORT NAME: IDENTIFIER:

25 SEP 2008 AMDT: NONE
COVINGTON, KY CINCINNATIINORTHERN KENTUCKY INTL RNAV RNAV (RNP) Z RWY 9, ORIG DATE



U.S. DEPARTMENT OF TRANSPORTATION -FEDERAL AVIATION ADMINISTRATION

RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES TITLE 14 CFR FAR PART 97.33

ARINC FLIGHT INSPECTION SUMMARY -VERSION 424-18

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HM, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

RUNWAY DATA
RWY
RW09

THRESHOLD
ELEVATION

00883
TCH

52

CITY AND STATE
ELEVATION: 896
AIRPORTNAME:

TDZE: 883 FACILITY
IDENTIFIER:

COVINGTON, KY CINCINNATI/NORTHERNKENTUCKYINTl RNAV

PROCEDURE NO. / AMDT NO. / EFFECTIVE DATE:

25 SEP 2008

RNAV (RNP) Z RWY 9, ORIG
FAA FORM 8260 - 10 I March 2003 (Computer Generated) Page 2 of

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
JADOP JADOP 010 IAF IF FB
JADOP SEMSE 020 IF TF FB 1.0 094.0 (090n 003.1 04000

SEMSE 010 FACF IF 04000
KAVME 020 FAF TF FB 0.5 094.0 (090n 005.0 02400
RW09 030 MAP TF FO 0.3 094.1 (090n 004.5 00935 MAN

MISSED APPROACH FIX SEQ. USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE

BLOCK 040 TF FB 1.0 094.2(090n 010.0
CALIF 050 TF FO 1.0 133.9(130n 010.4 03000
CALIF 060 HM R FO 2.0 288.9(285n 004.0 03000

POINT DATA WA YPOINT LA T IN SECS LONG IN SECS LATIN MINS LONG IN MINS

BLOCK N390244.49 W0842853.24 N3902.742 W08428.887
CALIF N385601.97 W0841838.27 N3856.033 W08418.638
JADOP N390248.03 W0845801.00 N3902.801 W08458.017
KAVME N390247.57 W0844732.17 N3902.793 W08447.536
SEMSE N390247.97 W0845359.14 N3902.800 W08453.986
RW09 N390246.91 W0844142.36 N3902.782 W08441.706

SUP:

AMDT: NONE
DATED:
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